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Mine Safety and Health Admin., Labor § 57.3203 

Subpart B—Ground Control 

AUTHORITY: 30 U.S.C. 811. 

SOURCE: 51 FR 36198, Oct. 8, 1986, unless 
otherwise noted. 

§ 57.3000 Definitions. 
The following definitions apply in 

this subpart. 
Travelway. A passage, walk, or 

haulageway regularly used or des-
ignated for persons to go from one 
place to another. 

[51 FR 36198, Oct. 8, 1986, as amended at 69 FR 
38842, June 29, 2004] 

SCALING AND SUPPORT—SURFACE AND 
UNDERGROUND 

§ 57.3200 Correction of hazardous con-
ditions. 

Ground conditions that create a haz-
ard to persons shall be taken down or 
supported before other work or travel 
is permitted in the affected area. Until 
corrective work is completed, the area 
shall be posted with a warning against 
entry and, when left unattended, a bar-
rier shall be installed to impede unau-
thorized entry. 

§ 57.3201 Location for performing scal-
ing. 

Scaling shall be performed from a lo-
cation which will not expose persons to 
injury from falling material, or other 
protection from falling material shall 
be provided. 

§ 57.3202 Scaling tools. 
Where manual scaling is performed, a 

scaling bar shall be provided. This bar 
shall be of a length and design that will 
allow the removal of loose material 
without exposing the person per-
forming the work to injury. 

§ 57.3203 Rock fixtures. 
(a) For rock bolts and accessories ad-

dressed in ASTM F432–95, ‘‘Standard 
Specification for Roof and Rock Bolts 
and Accessories,’’ the mine operator 
shall— 

(1) Obtain a manufacturer’s certifi-
cation that the material was manufac-
tured and tested in accordance with 
the specifications of ASTM F432–95; 
and 

(2) Make this certification available 
to an authorized representative of the 
Secretary and to the representative of 
miners. 

(b) Fixtures and accessories not ad-
dressed in ASTM F432–95 may be used 
for ground support provided they— 

(1) Have been successful in sup-
porting the ground in an area with 
similar strata, opening dimensions and 
ground stresses in any mine; or 

(2) Have been tested and shown to be 
effective in supporting ground in an 
area of the affected mine which has 
similar strata, opening dimensions, and 
ground stresses as the area where the 
fixtures are expected to be used. Dur-
ing the test process, access to the test 
area shall be limited to persons nec-
essary to conduct the test. 

(c) Bearing plates shall be used with 
fixtures when necessary for effective 
ground support. 

(d) The diameter of finishing bits 
shall be within a tolerance of plus or 
minus 0.030 inch of the manufacturer’s 
recommended hole diameter for the an-
chor used. When separate finishing bits 
are used, they shall be distinguishable 
from other bits. 

(e) Damaged or deteriorated car-
tridges of grouting material shall not 
be used. 

(f) When rock bolts tensioned by 
torquing are used as a means of ground 
support, 

(1) Selected tension level shall be— 
(i) At least 50 percent of either the 

yield point of the bolt or anchorage ca-
pacity of the rock, whichever is less; 
and 

(ii) No greater than the yield point of 
the bolt or anchorage capacity of the 
rock. 

(2) The torque of the first bolt, every 
tenth bolt, and the last bolt installed 
in each work area during the shift shall 
be accurately determined immediately 
after installation. If the torque of any 
fixture tested does not fall within the 
installation torque range, corrective 
action shall be taken. 

(g) When grouted fixtures can be test-
ed by applying torque, the first fixture 
installed in each work place shall be 
tested to withstand 150 foot-pounds of 
torque. Should it rotate in the hole, a 
second fixture shall be tested in the 
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